
AMETEK Nihon Drexelbrook                      AMETEK Singapore Pte. Ltd.                         AMETEK Precision Instruments Europe
2 Chome • 12-7 Minami Gyotoku               10 Ang Mo Kio Street 65                                 Rudolf-Diesel-Strasse 16 
Ichikawa City • Chiba 27201 Japan            #05-12 Techpoint • 569059 Singapore           D-40670 Meerbusch Germany 
Phone: 81-473-56-6513                             Phone: 65-6484-2388                                     Phone: 49-2159-9136-0 
Fax: 81-473-56-6535                                  Fax: 65-6481-6588                                         Fax: 49-2159-9136-39
E-mail: nd@nihon-drexelbrook.co.jp          E-mail: aspl@ametek.com.sg                         Web: www.ametek.de 

U.S.A. Sales: 800-553-9092 • 24-Hour Service: 800-527-6297 • International Support: 215-674-1234 • Fax: 215-674-2731

DREXELBROOK
205 Keith Valley Road

Horsham PA 19044  U.S.A.
E-mail - drexelbrook.info@ametek.com

Web - www.drexelbrook.com ©2003, by AMETEK, Inc. All rights reserved. • Printed in the U.S.A. • EDO# 10-03-241

Leak Detection for Double Wall Pipe 

The Application 
Double wall piping is often used to transport hazardous or environmentally unfriendly 
liquids from one area of a plant to another.  The secondary containment pipe provides 
a degree of safety if the primary pipe leaks.

The Problem 
Some means is required to detect a leak in the primary pipe.  Space for mounting a 
detection sensor is limited.

The Solution 
AMETEK Drexelbrook recommended installation of a collection boot in the secondary 
containment pipe.  We then installed a miniature RF point level sensor.  The sensor 
detects the presence of liquid inside the containment pipe and sends an alarm to the 
control room.

Benefits 
· Detects leak in primary containment pipe.
· Reduces unscheduled downtime.
· No routine maintenance required.  Install it and forget it.

*Consult factory for higher temperature of pressure.

Other Solutions:
• Interface  • Slop Oil Vessels  • Condensate Storage • High Level
• Low Level • Overfill Protection 
Typical Uses:
• Continuous Level  • Point Level   • Waste Management
• Inventory Management  • Overfill Protection  • Regulatory Compliance
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