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Series 7010
Liquid Level Float Switches

APPLICATIONS

B|W Float Switches are designed to be suspended verti- B|W Float Switches can be provided with the following
cally into the liquid being controlled. A movable weight can contact configuration.

be attached to the multi-conductor suspension cord which
keeps the cordtaut, and also determines the tether length
of the float.

Two basic types of switches can be provided. A Wide
Angle Switch (Product Code A) which operates between )
60°-90° or, Narrow Angle Switches (Product Codes G, L C— Single pole double

A — Normally open for
pump down operation.

B — Normally closed for
pump up operation,

& W) which operates at typically 10°-18°, throw for either
operation.
Narrow Angle Switches Wide Angle Switch Catalog No. 7010-A
| p—— Float switch operates
ypica " a
Catalog Switch at typically 80
Number Operating Typical 75° "L" = Tether length
Code Angle ittt "D" = Switch operating
7010-G 15° differential as a
L_ 7010-L 10° function of tether
7010w | 18°SPDT length

"Lt 3|4 |6 |8 10|12
‘D 708 |11 )14 |17 | 21

Approximate length in inches

M Jco
p::g(_) BIW Controls can provide the complete con-
T trol system for a multiple float application
including NEMA 1, 4 or 12 enclosures, dis-
connect switch, control transformer, relays,
motor starters, alternators, alarms, etc.

With over 60 years of experience in liquid
] [ level controls, our engineers can assist you to
obtain the most economical and reliable sys-

- - LARM
"A"T"" HIA tem that's best for you.
-~~~ €F—1—1 PUMP ON
Note: Minimum tether L J
length is 2 inches ~1 PUMP OFF
a

All operating angles shown are ap-
proximate typical angles and are based
on switch tests at full rated load.
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AMETEK

SENSORS, TEST & CALIBRATION

CATALOG NUMBERING SYSTEM

7010 G 4 A 20
|
Catalog
Section _ - i
Float Size | Contact Arrangement
4 |28 Diameter | A |N.O. — Normally open
| for Pump Down
| (A, G, orL
T switch only)
B | N.C. — Normally closed
| for Pump Up (A
[ - switch only)
| | S.P.D.T.—Single Pole
Switch Type Double Throw
Typical c | for both pump-
Running Current (Amps) | Operating | up or pump-
120VAC| 240vACc | Andle | oV swich
, on
Wide Angle (N.O. or N.C.) Mechanical Style .
Al 130 | 130 75°
Narrow Angle (N.O. Only) Cord Length
1.0 0.7 15° 20 20 Feet
L | 130 145 LUt * | Specify Additional
Narrow Angle (SPDT Only) [ | Length Required
° B Note: Additional length wire is spliced
w 13.0 11.0 18 S.P.D.T. Contact to existing float wire. Special

Configuration

LS BLACK

RED .

o WHITE

epoxy heat shrink tube is used to
assure watertight seal.

Float Switch Weight
(20 ounces)
Part No. 12085000

ACCESSORIES

N Ly T
T
L U

1/2" Cord Grip for
Single Float Switch
Part No. 12084900

Wall Mount Bracket For
up to 4 Float Switches
Part No. 12085100

Wall Mount Bracket For
Single Float Switch
Part No. 12085200
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Series 7010
Liquid Level Float Switches

FLOAT SWITCHES
DESCRIPTION

The BIW Float Switches are tilt actuated liquid level con-
trols, designed to operate pumps, valves, multiple alterna-
tors, relays, contactors, alarms and similar equipment for
industrial and commercial use.

A hermetically sealed, axially nonposition-sensitive mercury
switch is used in the narrow angle option, while the wide
angle option uses a mechanical switch inside the float.
These floats provide a reliable, long-lasting level control
suitable for most liquid environments up to 160°F.

The BIW Float Switches provide an ideal pilot device for the SPECIFICATIONS
control of all BIW relays and control panels. The polypropy- Float: Chemically Stable Polypropylene
lene float, PVC cable, and hermetically sealed mercury Float Dimensions: Length 3.4"
switch provide an economical liquid level solution for con- Diameter 2.8
trolling sewage, effluent, many chemical solutions, as well | Strain Relief 1.0
as liquids in other hostile environments containing oil, Cord: 16/3 for S.P.D.T.
grease or other similar industrial and municipal wastes 16/2 for either N.O. or N.C. Operation
where dependable liquid level control is essential. Cord Length: 20 ft.
Operating 32°F to 160°F
Temperature: Materials are rated to 221°F
Operating Pressure tested to 60 feet of water
Pressure: (26 psi.)

Switch Ratings:

| Running Current (Amps)
Switch Code | at120VAC | at240VAC
Wide *
Angle A 13.0 13.0
Narrow G 1.0 7
Pump Down Control Using Anale (N.O. L 13.0 | 110
Solid State Relay gle ( )
2 Floats Required: Narrow ;
Cat. No. 7010-G-4-A-20 Angle W 13.0 | 11.0
AC Line -2—33?————1 r= SP.D.T. | ‘
115 V or 230V '—71—5{0—1 || <+ -—Chassis ground * Mechanical Switch
50 or 60 Hz L: Y
| " ———1 TO PUMP
G@@ } MOTOR Fill Contral Using
Bl r——1 STARTER 1500-C-LI-S3 B/W Relay e
RELAY I l:?[::____] .
O— —O | FiLLPUMP |
oarter || 1 ~_
Nespecmobyy Il
-?-:G)-—-—|_-_—I——-G)-__h:——’ |+ JEI’ PUMP
T OFF
_ . TO-CED0{———— JII
i FO— —oF====2,
: DISCHARGE L
% - PUMP
3. 2 Floats Required ON
PUMP ON [¢ Cat. No. 7010-W-4-C-20
PUMP OFF |3}
£ SUBMERSIBLE
7 PUMP
! ——
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