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CERTIFICATE OF COMPLIANCE

(1ISO TYPE 3 CERTIFICATION SYSTEM)
CERTIFICATION

Issued to AMETEK, Drexelbrook Level & Analytical Products Inc.

Address 205 Keith Valley Rd
Horsham, PA 19044, USA

Project Number ML1528-1
Product Radar Level Transmitter

Model Number DR5400 followed by DR54000a...t, DR54004a...t, DR54009a...
DR6400 followed by DR64000a...t, DR64004a...t, DR64009a...
DR7400 followed by DR74000a...t, DR74004a...t, DR74009a...
DR3500 followed by DR35000a...t, DR35004a...t, DR35009a...
DR6500 followed by DR65000a...t, DR65004a...t, DR6500%a...
DR7500 followed by DR75000a...t, DR75004a...t, DR75009a...
Type “Oa...t, 4a...t, 9a...t" abcdefghijkimnopgrst where suffixes represent
various options not related to conformity

Trademark AMETEK'

DREXELBROOK

Ratings See Page 2

Applicable Standards See Page 3

Statement of Compliance: The product(s) identified in this Certificate and described in the Report covered
under the above referenced project number have been investigated and found to be in compliance with the
relevant requirements of the above referenced standard(s). As such, they are eligible to bear the QPS
Certification Mark shown below, in accordance with the provisions of QPS’s Service Agreement.

CERTIFIED
ELECTRICAL SAFETY

Issued by: QPS Quality Assurance

AFELs =Tz

Signature: Alfonso Mattucci 2019-01-28

81 Kelfield St., Units 7-9, Toronto, ON MO9W 5A3 Tel: 416-241-8857; Fax: 416-241-0682
WWW.gps.ca
QSD 34 ML Rev. 01 Issue Date: 3/11 Rev. Date: 5/11
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CERTIFICATE OF COMPLIANCE

(ISO TYPE 3 CERTIFICATION SYSTEM)
CERTIFICATION

Ratings/Markings:
Electronic inserts:
RLC400/./...-Ex + EMV board (IS Version)
RLC400/./...-Ex + Ex d Terminal board (XP-1S/DIP Version)
RLC400/./...- or RLC400/./...-Ex + EMV board (NI Version)
Supply/ Output: o Ui=30V; =130 mA; Pi=1W, Ci=10nF; Li=0 pH. (IS Version)
terminals: X5.1 (+), X6.1 (-) h=12-30V, In=4-20mA (IS Version)
Un=15-36V, In=4 - 20 mA (XP-IS/DIP Version)
Nominal : 30-36 Vdc, 4A

Ambient temperature: : Ta=-40°Cto+80°C
Process temperature: Tp=-50°Cto+ 200 °C

Markings: . IS version:

Class |, Div 1, GPS ABCD, T6/T5/T4/T3
Class Il/1ll, Div 1, GPS EFG, T85°C...T100/130/150/200 °C

Class |, Zone 0, AEx ia |IC T6/T5/T4/T3 Ga
Ex ia IIC T6/T5/T4/T3 Ga

Zone 20, AEx ia llIC T85°C... T100/130/150/200 °C Da
Ex ia [lIC T85°C... T100/130/150/200 °C Da

XP-IS/DIP version :

Class |, Div 1, GPS ABCD, T6/T5/T4/T3
Class Il/1ll, Div 1, GPS EFG, T85°C...T100/130/150/200 °C

Class |, Zone 1, AEx db ia [ia Ga] [IC T6/T5/T4/T3 Gb
Ex db ia [ia Ga] IIC T6/TS/T4/T3 Gb

Zone 21, AEx ia tb [ia Da] IlIC T85°C... T100/130/150/200 °C Db
Ex iatb [ia Da] IIIC T85°C... T100/130/150/200 °C Db

Ni Version :

Class | Div 2 GPS ABCD T6/T5/T4/T3
Class II/1lll, Div 2 GPS FG T85°C... T100/130/150/200 °C

1S, XP-IS/DIP, NI Version:
Dual Seal

Process Connection Type 6P
1P66/1P68

81 Kelfield St., Units 7-9, Toronto, ON MO9W 5A3 Tel: 416-241-8857; Fax: 416-241-0682
www.gps.ca
QSD 34 ML Rev. 01 Issue Date: 3/11 Rev. Date: 5/11
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APPLICABLE STANDARDS

The labelled product was tested/evaluated to the following standards:

Standard Number Edition Title

CSA C22.2 no. 30 1986 Explosion-Proof Enclosures for Use in Class | Hazardous Locations
CSA C22.2 no.25 1966 Enclosures for Use in Class Il, Groups E,F and G Hazardous Locations
CSA C22.2 No. 60079-0 2015 Explosive Atmospheres - Part 0: General Requirements

CSA C22.2 No. 60079-1 2016 Explosive Atmospheres - Part 1. Construction and Verification Test of
Flameproof Enclosures of Electrical Apparatus

CSA C22.2 No. 60079-11 2014 Explosive Atmospheres - Part 11: Equipment Protection by Intrinsic
Safety I’

CSA C22.2 No. 60079-31 2015 Explosive Atmospheres - Part 31: Equipment dust ignition protection by
enclosure "t"

CSA C22.2 No. 61010-1-12 3rd ed. Safety requirements for electrical equipment for measurement, control,
and laboratory use — Part 1: General requirements

CSA C22.2 No. 60529 Degrees of protection provided by enclosures (IP Code)

CSA C22.2 No. 213 Nonincendive electrical equipment for use in Class | and Il, Division 2
and Class lll, Divisions 1 and 2 hazardous

(classified) locations

UL/ANSI 60079-0 Explosive Atmospheres - Part 0: General Requirements

UL/ANSI 60079-11 Explosive Atmospheres - Part 11: Equipment Protection by Intrinsic
Safety 'V’

UL 61010-1 Safety requirements for electrical equipment for measurement, control,
and laboratory use — Part 1: General requirements

ANSI/IEC 60529 Degrees of protection provided by enclosures (IP Code)

UL/ANSI 60079-1 Explosive Atmospheres - Part 1: Construction and Verification Test of
Flameproof Enclosures of Electrical Apparatus

UL/ANSI 60079-31 ; Explosive Atmospheres - Part 31: Equipment Dust Ignition Protection by
Enclosure “t”

FM 3600 Electrical Equipment for Use in Hazardous (Classified) Locations —
General Requirements

FM 3615 Explosionproof Electrical Equipment

General Requirements

FM 3616 Dust-Ignitionproof Electrical Equipment — General Requirements

ISA 12.27.01 Requirements for Process Sealing Between Electrical Systems and
Flammable or Combustible Process Fluids

ISA 12.12.01 Nonincendive electrical equipment for use in Class | and Il, Division 2
and Class lll, Divisions 1 and 2 hazardous
(classified) locations

81 Kelfield St., Units 7-9, Toronto, ON  M9W 5A3 Tel: 416-241-8857; Fax: 416-241-0682
www.gps.ca
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